ADDENDUM #1

AUBURN POLICE LOCKER RENOVATION PROJECT
BID NO. 2020-007

City of Auburn, Maine August 20, 2019

Please include the following changes:

GENERAL ITEMS:

1. Refer to the attached Pre-Bid Meeting Minutes for items discussed, questions and bid clarifications
and individuals present at the mandatory pre-bid meeting.

CHANGES TO THE SPECIFICATIONS:

1. REMOVE pages 1, 3, 7 and 8 of the RFP in their entirety and INSERT the enclosed revised pages 1,
3, 7 and 8 of the RFP. Note: Changes to these pages include bid due date and schedule changes.
Page 8, Bid Breakdown Schedule of Values, has a new section for the contractor to enter their
estimated project schedule start and completion dates.

2. REMOVE Section 01 00 00, Administrative Provisions in its entirety and INSERT the enclosed
revised Section 01 00 00, Administrative Provisions. Note: Changes to this section include general
revisions and project schedule changes for substantial and final completion.

CHANGES TO THE DRAWINGS:

1. REMOVE drawing sheet EL1.1 in its entirety and INSERT the enclosed revised drawing sheet
EL1.1. Note: Changes include corrections to detail references in the lighting control notes schedule.

CLARIFICATIONS AND QUESTIONS ASKED BY BIDDERS:

1. Refer to item 30 on the attached Pre-Bid Meeting Minutes for the bid questions and clarifications
received to date.

ATTACHMENTS:

Revised RFP, pages 1, 3, 7 and 8.

Revised Specification Section 01 00 00, Administrative Provisions.
Revised drawing sheet EL1.1.

Pre-Bid Meeting Minutes.

Locker installation instructions.

Ok~ E
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INSTALLATION INSTRUCTIONS FreeStyle™ Personal Storage Locker

SECTION VII - ACCESSORIES
~—

Step #4

Place the rod bushing into each end of the shelf door p.n.
940099.001. The shoulder of the bushing should be towards
the outside of the door to provide proper spacing when door
is in place.

Step #5

Position the door and slide the rod through the shelf and door
from the bottom of shelf. If no additional lockable doors are to
be installed, install a rivet p.n. 88013.02 into rod hole at the
bottom of the shelf to hold the door rod in place. If additional
lockable doors are to be installed, only the lowest shelf will

require this rivet p.n. 88005.03 to hold all door rods in place.

Notice: If rivet is not installed the door rod may

fall out and cause damage.

Step #6

If multiple modular Shelves are to be installed, always use
the standard shelf without the notch below the starter shelf.
Riveting p.n. 88005.03 required at the top of modular
shelves.

Step #7

The Adjustable Shelf is designed to mount flush with the
Modular Shelf front and recessed when used with the door
option depending on the direction it is installed.
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SECTION VIl - ACCESSORIES
- ——

Step #8

(FreeStyletv) EZ Rail Straight, Sloped and Support Rail all
easily install using lances at the back of locker. Take care to
minimize scratching when placing in position.

Step #9

Next we will install the Interlock kits into the Intermediate Base
Shelf. This shelf is used on all External Access Drawer Lock-
ers. There are 2 interlocks per Base Shelf.

Note: There are 2 different lengths: p.n. 450236.001 used
with bench applications, is 3.544” long, includes Spring.

p.n. 450236.002 used without bench housing is 2.545” long,
includes Spring.

This image shows the Intermediate Base Shelf upside down.
Place spring on interlock plate and slide small end into the
bottom slot and compress spring while sliding the interlock
plate into place. Make sure the tapper side faces towards the
front of the shelf. Place one interlock kit on each side of the
Intermediate Base Shelf.

Step #10

Place shelf in place by lowering front of shelf under door hing-
es and then tilt back onto support brackets. Rivet to shelf sup-
port brackets using (4) rivets on each side p.n. 880025.002.
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INSTALLATION INSTRUCTIONS FreeStyle™ Personal Storage Locker

SECTION VII - ACCESSORIES
I
Step #11

Tek screw the top of bench housing to the shelf face using
(4) p.n. 960216.002 screws.

Note: Ensure that the gap between the bench housing and
the bottom of the Locker door is correct prior to fastening
these tek screws.

Step #12

Install door stop. Pictured on the left is the double door stop
mount for double door lockers, on the right is the single door
stop for single door lockers. Notice that two types of rivets
are used, steel rivets p.n. 880025.002 and 450248.001.

Install all required rubber bumpers p.n. 300392.001. Use a
soap solution to ease installation.

Step #13

The door stop lock bracket p.n. 402010.001P is installed in
production. In some cases it may be required to install dur-
ing installation. Notice two types of rivets are used here.

p.n. 880025.002 Steel Rivet
p.n. 88005.03 Mandrel open end Rivet-Break

Step #14

The door lock plate comes installed from production. In
some cases it may be required to install during installation.
Pictured is the key style lock kit installed using stud bolts,
nuts and washers. Tags are riveted to plate. (p.n.
880027.002 Mandrel open end Rivet-Break)

NOTICE: Using an incorrect rivet may damage
tags and name plates.

Inside of Dooe
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SECTION VIl - ACCESSORIES

Step #15

The internal drawer option pictured here, must be riveted to
locker once in place. Do not rely on the tab and lance catch
holding when drawer is pulled out.

Remember to rivet from the outside of the locker if at the end
of the locker run. Use p.n. 880025.002 steel rivets.

There are many options that we haven’t discussed. However,
they all install similarly to the options previously installed.

Step #16

Begin assembling the external access drawer. Attach the
drawer front to the drawer weldment using screws provided.
Attach plastic handle to drawer front.

Step #17

Separate the drawer portions of the drawer slides from the
locker by pulling out on the release and than sliding the draw-
er sections out.

Locked Position

Step #18

Attach drawer portion of slides to the drawer weldment by
snhapping slide clips into notches in drawer weldment.. Insure
you place the correct slide on the correct side of the drawer
weldment.
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INSTALLATION INSTRUCTIONS FreeStyle™ Personal

SECTION VII - ACCESSORIES
I

Then slide drawer assembly back into locker portion of
slides. Close drawer all the way in, to relatch slide clips. Pull
drawer in and out to insure smooth operation.

If not already attached to the drawer from production, rivet in
drawer support rails. Drawer rails will support the optional
Body Armor Drying Rack.

Note: Adjust position of drawer front as needed
to maintain uniform clearance.

Storage

Locker
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SECTION VIII- PSL INSTALLATION WITH BASE
-

LOCKERS ON 4” STANDARD BASE

1. PDL 12BAS. PDL 18BAS, FDL 24BAS, PDOL 36BAS

2 PDCBFO4xx 4" Base Corner Filler

3. PDBF04xx 4" Base Filler Flat
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INSTALLATION INSTRUCTIONS FreeStyle ™

Personal

St

orage Locker

SECTION VIiI- PSL INSTALLATION WITH BASE

USING STANDARD BASE

A\ CAUTION

Do not place/level and anchor a run of more than 3 standard bases
at a time! See note at step #3 page #33 for more information.

Standard 4” Base

Bases are 4” high
Sample layout shown on page 31.

Anchor/Leveling points (4) one at each corner.

STANDARD BASE LAYOUT

Step #1

Temporarily locate bases in place according to the
planned layout to ensure proper fit. Start placement in
the corners, this will ensure that bases will be spaced
correctly. If the layout requires that 2 banks of lockers
start in the same inside corner, make sure to allow for
such things as: locker overhang due to toe space pro-
vision, opening base drawers, locker door swing inter-
ference, and accessing both corner lockers at the
same time.

Step #2

Using a laser level, find the high spot along the perim-
eter of the footprint. Check about every 12 inches or
less. Once the high spot of the floor is found, place,
shim and level the base on the high spot. Shoot for
final elevation off the top of the placed base at high
spot.

The following steps outline the procedure for leveling
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SECTION VIII- PSL INSTALLATION WITH BASE
-

Step #3

Once the base layout & high spot is confirmed, start progressively installing each base from the inside

Note: Do not install more than 3 bases at a time without checking
their growth/shrinkage. Lockers and bases can grow/shrink (+ or -)
1/32”. Periodically check this by installing (up to) 3 bases. When
bases are leveled and secured, install the lockers on top of them.
Make sure that the lockers sit firmly on bases and that no overhang
exists. Space bases accordingly.

Use the mounting holes in the base as a template, mark floor at each corner, move base away and drill (4) holes
into the floor. Vacuum up drilling debris.

Step #4

Secure each base with (4) 3/16” x 1 %4” Tapcons (AC

Supplied). Before tightening anchors fully, level base to
final elevation found in step 1 using supplied “U” shims
under the base and around the concrete anchor. Secure e -
Tapcons pinching the shims between the floor and the B RO
base. Ensure every base corner is supported with proper o = £ '
shimming prior to tightening. If a corner is secured to the SILRAN =
floor without proper support, there is a risk that the cor-
ner will be drawn down twisting the base. This will cause '
major problems with the lock mechanism and the locker
door operation. Shim p.n.300406.002. i

Step #5
Standard 4” Base - Mounting / Securing:

With bases level, aligned, shimmed and anchored, up to three lockers at a time can be positioned on
top of and secured to each base with (4) #10x1/2” hex washer head screws (SSC part # 960216.001)
through pre punched holes at the four corners of the locker floor. Align the 6 holes in the sides and/or
backs of each adjoining locker. Bolt together with (1) 1/4”-20 x 1/4” hex head bolt. (2) 1/4” flat washers
and (1) 1/4”-20 hex nut per hole. Proceed to Section VIII “Accessories” for instruction installing interior
components of each locker.
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Spacesaver

Kl

Spacesaver Corporation 1330 Bellevue Street
1450 Janesville Avenue P.O. Box 8100
Fort Atkinson, W 53538-2798 Green Bay, Wl
1-800-492-3434 54302-8100
WWW.Spacesaver.com 1-800-424-2432
www.ki.com

Spacesaver Corporation is a division of KI.
Kl and Spacesaver are registered trademarks of Krueger International, Inc.
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